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Concept Cube Close Coupled Toilet With Aquablade Technology

ILLUSTRATED

E8229 Concept close coupled toilet bowl with horizontal outlet
and Aquablade flush technology

E7969 Concept Cube close coupled delay fill 4/2.6 litre cistern,
dual flush push button valve, bottom supply and internal
overflow

Concept toilet seat and cover, slim with quick release, slow
close

OPTIONS

E7859 Concept Cube close coupled 6/4 litre cistern, dual flush
push button valve, bottom supply and internal overflow

E7917 Concept toilet seat and cover, slow close

E7918 Concept toilet seat and cover

E3222 Panekta outlet connector, finned pattern to convert
horizontal outlet wcs to P trap

S4300 Panekta outlet connector to convert horizontal outlet wcs

to S or turned P trap
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FLUSH TECHNOLOGY

WC bowl to BS EN 997 & BS EN 33

Special Notes

WC screwed to floor using concealed brackets (supplied) and cistern ACCREDITATIONS
screwed to wall

E7859(01)
o Average
Unified :
Flush
Water Label - ﬁ.rﬂ)‘f
itres
E7969(01)
Unified Average
Flush
Water Label 0 Volume
(Litres)
FEATURES
E: info@idealspec.co.uk | T: 0870 122 8822 | F: 0870 122 8282 | www.idealspec.co.uk C())

Ideal Standard (UK) Ltd. makes every effort to ensure that the information provided on its website is accurate.
However, we cannot guarantee this, and accept no liability for any information or advice given via its website. Ideal Standard



