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Marlow 56cm Under Countertop Washbasin
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ILLUSTRATED

S2560 Marlow 56cm washbasin with unglazed rim

S8722 Waste 1¼" brass strainer waste, 80mm slotted tail

S8910 Trap 1¼" plastic bottle, 75mm seal, multi-purpose outlet

S9118 Fixing clips and bolts (set of 6)

OPTIONS

A4183 Sensorflow 21 tubular panel mounted 230mm projection
spout with anti-splash 3.7 litre per minute aerated outlet,
remote panel sensor, copper tube inlets, mains

B3306 Sandringham SL 21 basin mixer with pop-up waste and 5
litre per minute eco flow regulator

B3307 Sandringham SL 21 basin mixer, no waste with 5 litre per
minute eco flow regulator

B3308 Sandringham SL 21 basin mixer with weighted chain and 5
litre per minute eco flow regulator

A5900 TMV thermostatic mixing valve, 15mm

S8920 Trap 1¼" plastic resealing bottle, 75mm seal,
multi-purpose outlet

ILLUSTRATED PRODUCT DETAILS

Sizes

S2560 w:560 x d:420

Weights

S2560 10.00 KG
S8722 0.22 KG
S8910 0.20 KG
S9118 0.35 KG

Materials

S2560 Vitreous China
S8722 Chrome Plated Metal
S8910 Plastic
S9118 Metal

Finishes

S2560 White (01)

S8722 Chrome (AA)

S8910 Neutral / No Finish
(67)

S9118 Neutral / No Finish
(67)

Capacity

S2560 9.6 litres

Special Notes

This washbasin is not suitable for separate pillar taps. Washbasin
mounted on underside of countertop using S9118 fixing clips. Joint sealed
using waterproof sealant (not supplied).


